Appendix J
Noise Modeling Data



Attenuation of Construction Noise

Noise Level (dBA) Noise Level (dBA)
Distance from at X Feet--7.5 at X Feet-- 6 dBA

Assumed Reference nearest dBA attenuation  attenuation per
Reference Noise Level equipment ( X per doubling of doubling of
Distance (feet) (dBA) feet) distance distance
50 89 100 815 83.0 Closest residences along Country Home Road.
300 69.5 73.4 Residences at Santiago Canyon Estates
435 65.5 70.2 Residence to north

5280 38.4 48.5



Traffic Noise Level Estimates

ROAD SEGMENT #1:

Santiago Canyon north of project access

Existing

Existing + Project
2015 No Project
2015 + Project
2035 No Project
2035 + Project

ROAD SEGMENT #2:

Santiago Canyon south of project access

Existing

Existing + Project
2015 No Project
2015 + Project
2035 No Project
2035 + Project

FHWA _traff volumes_TNM 2.5 Template.xls

rev. 3/16/07

TOTAL VEHICLE TYPE % VEHICLE SPEED
# VEHICLES Auto Medium Truck Heavy Truck Autc k/h MT k/h HT k/h
% Auto % MT % HT
312 98 306 2 6 1 3
322 97 312 2 6 1 3
333 97 323 2 7 1 3
333 97 323 2 7 1 3
500 97 485 2 10 1 5
500 97 485 2 10 1 5
TOTAL VEHICLE TYPE % VEHICLE SPEED
# VEHICLES Auto Medium Truck Heavy Truck Autc k/h MT k/h HT k/h
% Auto % MT % HT
280 97 272 2 6 1 3
303 97 294 2 6 1 3
292 97 283 2 6 1 3
333 97 323 2 7 1 3
458 97 444 2 9 1 5
500 97 485 2 10 1 5

15m=

calveno factors
Auto  MT HT

648 55.0 575
649 552 576
65.1 553 5738
65.1 553 5738
66.8 57.1 595
66.8 57.1 595

calveno factors
Auto  MT HT

643 546 57.0
646 549 574
645 548 57.2
65.1 553 5738
66.4 56.7 59.2
66.8 57.1 595

49

FEET

TNM Lookup
number

62.5
62.6
62.7
62.7
64.5
64.5

TNM Lookup
number

62.0
62.3
62.2
62.7
64.2
64.5






